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The AUDAC M66 and M67 are fully featured, 
dynamic general-purpose microphones for the 
budget conscious performer who wants style, 
audio quality and a product that works hard.

They are solid constructed, with a robust grill to 
protect the diafragm against rough handling. And 
are suited for indoor as well as outdoor use.

The high sensitive neodymium element makes  
them perfect for presentations and singing. 

Due to the unidirectional (supercarioid) polar 
pattern, the feedback is reduced to a strict 
minimum.

The M66 and M67 are both exactly the same 
microphones with the same specifications, except 
the on/off switch which is only provided on the 
M67.

- Cardioid polar microphone
- Stylish, qualitative, dynamic microphone
- Made with neodymium magnet
- Feedback is reduced to a minimum
- With (M67) or without (M66) on/off switch

Perfect for:
- Presentations
- Singers 
- Vocal concerts

M66/67
V o c a l  M i c r o p h o n e

SYSTEM SPECIFICATIONS
Frequency response 50 Hz - 18 kHz
Sensitivity -75 dB
Impedance microphone 300 Ohm
PRODUCT FEATURES
Dimensions 49 x 182 x 49 mm
Weight net 270 g
Construction Copper voice coil, including on/off 

switch
Connector 3-pin XLR
Polar Pattern Super cardioid
Microphone type Dynamic
Colour Grey
SHIPPING & ORDERING
Packaging Carton box
Shipping weight & Volume 0.3 Kg - 0.0018 Cbm

*AUDAC reserves the right to change specifications without notice: this is part 
of our policy to continually improve our products


